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&”’r 0,\\0 CFR: 1065
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General Data
Test Date 8/18/2016 Operator: Dale
Test Start Time: 14:17 Cell Number: HDO05
Test End Time: Engine Hours Start (h): 5264.24
Test ID: NTE Engine Hours End (h) : 5265.06
Engine Description
Engine Manufacturer: Cummins Inc. Engine Initial Hours (h): 5128
Engine Family: GCEXH0408BAP Engine Number of Cylinders: 6
Engine Model ISB 6.7 Engine Displacement (1): 6.7
Engine Number: 58246060
Engine Data
Engine Idle Speed (rpm): 650 Max test Torque (Nm): 911
Engine Max Test Speed (rpm): 2450 Max Inlet Restriction (kPa): -4.6
Max Exhaust Back Pressure (kPa): 25
Test Result
Test Point 1 2 3 4 5 6 7 8
CO2 g/kWhr 675 691 669 665 712 699 724 716
Cco g/kwhr 0.0461 0.0329 0.0252 0.0278 0.0338 0.0170 0.0244 0.0335
NOX g/kwhr 0.5080 1.4836 0.2655 0.6950 0.2716 0.6594 0.3603 1.1236
HC g/kWhr 0.0000 0.0000 0.0002 0.0016 0.0038 0.0037 0.0054 0.0054
CH4 g/kwhr 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000
Pm g/kwhr 0.0013 0.0119 0.0037 0.0167 0.0000 0.0109 0.0006 0.0252
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Emissions
Test Point 1 2 3 4 5 6 7 8
CO2 g/hr 57231 77873 83384 110509 105547 138059 108116 142546
CO g/hr 3.912 3.709 3.144 4.620 5.015 3.366 3.645 6.664
NOX g/hr 43.094 167.126 33.081 115.495 40.253 130.218 53.781 223.773
HC g/hr 0.000 0.000 0.021 0.268 0.558 0.731 0.801 1.084
CH4 g/hr 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
Measured Engine Data
Test Point 1 2 3 4 5 6 7 8
Speed rev/min 1250 1250 1750 1750 2250 2250 2450 2450
Torque Nm 648.00 860.55 679.89 906.86 629.09 838.13 581.87 776.24
Power kw 84.82 112.64 124.60 166.19 148.23 197.48 149.29 199.15
Fuel Flow kg/h 18.07 24.41 26.27 34.64 33.12 43.21 33.96 44.50
Air Flow kg/h 365.99 445.18 551.97 678.80 820.95 922.11 842.77 1008.10
Test Conditions
Test Point 1 2 3 4 5 6 7 8
Barometric pressure kPa 98.55 98.55 98.56 98.55 98.55 98.54 98.54 98.53
Intake air temperature °C 25.66 26.36 26.98 27.74 28.07 28.56 28.37 29.27
Intake air pressure kPa 94.80 94.80 94.81 94.80 94.80 94.79 94.79 94.78
Intake air dew point °C 13.04 12.99 13.09 12.91 12.85 12.98 12.64 12.96
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